
DRB Industries offers the FT Cylindrical Filter
Cartridge Filter for FARR Tenkay Pulse Jet Air Filter
Systems. Our filter comes in a variety of media choices
to fit your operating system. All Media comes with a
dimple pleat configuration & with hot spiral glue bead to
add extra stability to the media surface. Corrosion
resistant Galvanized Metal Liners and Flanged End
Caps are standard (SS is also available). A seamless
gasket for an airtight seal is also standard. A Hot Spiral
Glue bead separator adds extra stability to the media
surface and provides uniform spacing. Available in 22’,
27’, & 34’ Sizes.
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Part # Size Media Area Airflow / Pressure
Drop (cfm / in w.g.) Weight Medias

Available
CF-TK22 12.75 x 22” (324 x 559mm) 180 ft2 500 / 0.83 11 lbs

CF-TK27 12.75 x 27” (324 x 686mm) 225 ft2 625 / 0.83 15 lbs

CF-TK34 12.75 x 34” (324 x 864mm) 282 ft2 800 / 0.83 20 lbs

Pleated or
Blended
Synthetic

Initial
Resistance

Dust Holding
Capacity

Air Flow
Rate Efficiency Materials Gasket

0.45” w.g. 3950 grams 1600
cfm MERV 11

Corrosion Resistant
Galvanized Metal End

Caps & Internal /
External Liner

Seamless Rubber
Gasket


